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Technical Data Sheet
  

    

    

              
       
Product Code    VACflexUltraV  

       

Product Description  Supple, high elongation, nylon bagging film (lay-flat tube). 
Roll Length – 200m 
 
Available Widths –  
50mm (2”), 75mm (3”), 150mm (6”), 230mm (9”), 300mm (12”), 450mm (18”),  
600mm (24”), 700mm (27”), 900mm (36”), 1200mm (48”), 1500mm (60”), 
1850mm (72”), 2000mm (80”), 2300mm (90”), 2500mm (100”), 3000mm (120”) 

             
       

General Description  VACflexUltraV has been developed as a strong and supple vacuum bagging film, offering 
excellent puncture resistance and high elongation. 
 
This violet coloured, heat stabilised coextruded mono-nylon bagging film provides the 
perfect solution for oven and autoclave processing of complex parts up to 204C and is 
also suitable for use with phenolic resins. 
 

       
       

    Properties  

     
   

Colour: 
Film thickness:  
Density:  
Tensile strength at break MD:  
Tensile strain at break TD:  
Elongation at break MD: 
Elongation at break TD: 
Maximum Usage Temperature: 

Violet Internal 
0.050mm (50µ) ISO 4593 
1.13g/cm3 Internal 
100N/mm2 +/-10% ASTM D882 
90N/mm2 +/-10%            ASTM D882 
340% +/-10% ASTM D882 
370% +/-10% ASTM D882 
204C Internal 

 

   


